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make a written report containing the
following information:

(i) Carrier’s name, address of prin-
cipal place of business, and telephone
number;

(ii) Complete identification plate
data required by Specification MC 330
or MC 331, including data required by
ASME Code;

(iii) Carrier’s equipment number;
(iv) A statement indicating whether

or not the tank was stress relieved
after fabrication;

(v) Name and address of the person
performing the test and the date of the
test;

(vi) A statement of the nature and se-
verity of any defects found. In par-
ticular, information must be furnished
to indicate the location of defects de-
tected, such as in weld, heat-affected
zone, the liquid phase, the vapor phase,
or the head-to-shell seam. If no defect
or damage was discovered, that fact
must be reported;

(vii) A statement indicating the
methods employed to make repairs,
who made the repairs, and the date
they were completed. Also, a statement
of whether or not the tank was stress
relieved after repairs and, if so, wheth-
er full or local stress relieving was per-
formed;

(viii) A statement of the disposition
of the cargo tank, such as ‘‘cargo tank
scrapped’’ or ‘‘cargo tank returned to
service’’; and

(ix) A statement of whether or not
the cargo tank is used in anhydrous
ammonia, liquefied petroleum gas, or
any other service that may cause
stress corrosion cracking. Also, if the
cargo tank has been used in anhydrous
ammonia service since the last report,
a statement indicating whether each
shipment of ammonia was certified by
its shipper as containing 0.2 percent
water by weight.

(2) A copy of the report must be re-
tained by the carrier at its principal
place of business during the period the
cargo tank is in the carrier’s service
and for one year thereafter. Upon a
written request to, and with the ap-
proval of, the Director, Regional Office
of Motor Carrier Safety, Federal High-
way Administration for the region in
which a motor carrier has its principal
place of business, the carrier may

maintain the reports at a regional or
terminal office.

(3) The requirement in paragraph
(c)(1) of this section does not apply to
a motor carrier leasing a cargo tank
for less than 30 days.

(d) Supplying reports. Each carrier of-
fering a DOT Specification cargo tank
for sale or lease must make available
for inspection a copy of the most re-
cent report made under this section to
each purchaser or lessee. Copies of such
reports must be provided to the pur-
chaser, or the lessee if the cargo tank
is leased for more than 30 days.

[Amdt. 180–2, 54 FR 25032, June 12, 1989, as
amended at 55 FR 21038, May 22, 1990; 55 FR
37069, Sept. 7, 1990; 56 FR 27879, June 17, 1991;
58 FR 12905, Mar. 8, 1993; Amdt. 180–2, 59 FR
1786, Jan. 12, 1994; Amdt. 180–10, 61 FR 51343,
Oct. 1, 1996; 63 FR 52850, Oct. 1, 1998; 64 FR
28052, May 24, 1999; 65 FR 50463, Aug. 18, 2000]

Subpart F—Qualification and
Maintenance of Tank Cars

SOURCE: Amdt. 180–8, 60 FR 49079, Sept. 21,
1995, unless otherwise noted.

§ 180.501 Applicability.
(a) This subpart prescribes require-

ments, in addition to those contained
in parts 107, 171, 172, 173, and 179 of this
subchapter, applicable to any person
who manufactures, fabricates, marks,
maintains, repairs, inspects, or services
tank cars to ensure continuing quali-
fication.

(b) Any person who performs a func-
tion prescribed in this part shall per-
form that function in accordance with
this part.

[Amdt. 180–8, 60 FR 49079, Sept. 21, 1995, as
amended by Amdt. 179–50, 61 FR 33256, June
26, 1996]

§ 180.503 Definitions.
The definitions contained in §§ 171.8

and 179.2 of this subchapter apply.

§ 180.505 Quality assurance program.
The quality assurance program re-

quirements of § 179.7 of this subchapter
apply.

§ 180.507 Qualification of tank cars.
(a) Each tank car marked as meeting

a ‘‘DOT’’ specification or any other
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